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Pro Power Ultra HYPOID 80W-90 GL-5 
 
 

Product details : 

 
Pro Power Ultra Hypoid 80W-90 is a universal 
gear oil with EP additives, designed for heavy 
duty hypoid drives in transmissions and axles. 
 

• Premium gear oil fully compatible with 
synchromesh transmissions 

• Latest technology additives ensure positive 
and problem free gear selection  

• Superior seal compatibility 

• Excellent cold start fluidity ensuring fast 
circulation 

• Exceptionally good high temperature 
stability ensuring maximum protection 

 
 
Product specifications : 

 
• API GL-5, GL-4 & MT-1,  

• SAE J2360 

• Mercedes Benz 235.0  

• ZF TE-ML 02B, 05A, 07A, 08, 12E, 12M,16B, 
16C, 16D, 17B, 19B, 21A 

• ARVIN MERITOR 0-76-D 

• VOLVO 97321 

• MAN M3343 TYPE M, 341 TYPE E-2 & Z-2, 342 
TYPE M-2 

• SCANIA STO 1:0, STO 1:1 G 

• MACK GO-J 

• MILITARY MIL-PRF-2105E 
 
Typical test data : 

 

Appearance Amber 

Density @ 20°C  0.893 

Kinematic Viscosity @ 40°C (cSt) 140.2 

Kinematic Viscosity @ 100°C (cSt) 14.42 

Viscosity Index 101 

Flash Point PMCC (°C) 235 

Part numbers : 
 

B145-001 1ltr 

B145-005 5ltr 

B145-020 20ltr 

B145-199 199ltr 

B145-IBC IBC - 1,000ltr 

B145-BLK Bulk from 500ltr 
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